
(No.) (No.) (Cn) (%)
MetersElongation StrengthTEXTicket

(m)

Rua das Casas Nº 386, 4765-909 Oliveira S. Mateus, VNF, Portugal
Tel: +351 252 938 001 | Fax: +351 252 938 234
Email: crafil@crafil.pt | Web: www.crafil.pt

CRF.054.02
REV.01/2019

All the information above provided is indicative only and may vary from batch to batch. The datasheets can be updated from time to time, please confirm on our website if you have the latest.

Super Durifil®  
(Core Spun Polyester / Cotton)

It’s a Premium Corespun thread that combines a high tenacity polyester filament core with a natural cotton wrap.
This thread was developed especially to be used in all types of post dyed garments.
The post dyed results with this new thread are unmatched when compared to a    traditional 100% cotton thread. 

Benefits:
• With this combination, we’re able to join the resistance and elasticity with the high level of sliding recognized on the   
100% cotton threads.
• Great results when used to re-dye.
• Excellent results in all process of sewing, especially in high speed machines.
• The high tenacity polyester filament core provides an excellent resistance, elasticity and a low level of shrinkage,   
 avoiding stitch cracking or defects after dyeing.

Crafil
®

 recommends that pre-tests be carried out on post dyeing parts before starting any type of production in order to guarantee the quality of the final product.
The manufacturer must ensure that the quality parameters are safeguarded, from the choice of thread thickness, needle size, as well as the tension and stitch definition so that they 
meet the required standards before starting production.
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